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The Westquip ECO-TOWER is a portable alternative to a 

standard diesel generator light tower. It is the ideal product where AC 
power supply is available.  
 

This silent, environmental friendly tower is suitable for 

both indoor and outdoor applications. The light tower comes standard 
with high-efficiency & innovative LED lights. Instant on and full 
brightness. Using a fraction of the energy than traditional 1000W metal 
halide fixtures.  
 

Strong, compact, and maintenance free, a single unit 

can be loaded in a pickup, reducing transport cost. Simple set-up with 
safe folding and lockable outriggers.  

WQ5000S-ECO TOWER 

 Standard Features:  
 
 Light bar, is quick to remove when required 
 Vertical telescoping powder coated mast  
 7 Foot Height with Light Bar removed 
 25 Foot Height Extended 
 360º tower rotation 
 Cold weather curly cord 
 Heavy-duty powder coated steel skid base  
 Forklift pockets 
 Central lifting eye 
 Hinged, folding outriggers with locking pins 
 2,000lb outrigger jacks 
 100 Foot 120V 15 Amp extension cord 
 Cord storage bracket  
 ON/OFF switch 
 Convenience receptacle(s) 
 4 x IP68 LED floodlight (designed to replace 1000W MH) 
 Fully adjustable 
 Lights are removable and come with 3 pole quick connect cord*  
 5 year limited warranty 
 Certain Models Linkable 
 
 

Lift Systems: 
Winch - 2000lb manual hand crank winch lift system  
Hydraulic - 12V Hydraulic lift system with remote control 
 
 
*Not applicable to Class 1 Div 2 Versions 
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Class 1 Div 2 Locations  

 
Non– Hazardous Locations  

WQ5000S - ECO - 120VHAZ 
120V 15 Amp 
Non-Linkable 

WQ5000S - ECO - 240VHAZ 
240V 15 Amp 
Linkable- 2 Units 
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MODEL INPUT LIFT STYLE CLASSIFICATION LED TYPE / 

LUMENS 

LINKABLE 

WQ5000S-ECO 120V 15 AMP WINCH NON-HAZARDOUS 4X CHA4-320-GFL6025 

188,000 Total Lumens 

NO 

WQ5000H-ECO 120V 15 AMP HYDRAULIC NON-HAZARDOUS 4X CHA4-320-GFL6025 

188,000 Total Lumens 

NO 

WQ5000S-ECO-DV 120V 15 AMP 

120/240V 30 AMP 

WINCH NON-HAZARDOUS 4X CHA4-320-GFL6025 

188,000 Total Lumens  

5 UNITS 

WQ5000H-ECO-DV 120V 15 AMP 

120/240V 30 AMP 

HYDRAULIC NON-HAZARDOUS 4X CHA4-320-GFL6025 

188000 Total Lumens 

5 UNITS 

WQ5000S-ECO-

120HAZ 

120V 15 AMP WINCH HAZARDOUS 4 X KFLH30030 

148,120 Total Lumens 

NO 

WQ5000S-ECO-

240HAZ 

240V 20 AMP WINCH HAZARDOUS 4 X KFLH30030 

148,120 Total Lumens 

3 UNITS 

Transport Dimensions: Working Dimensions: Weight Winch Weight Hydraulic 

84.5”H x 48”W x 48”L (92.5”H with lights ) 264"H x 120”W x 120”L 1000-1050lbs 1150-1200lbs 
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NOTES: 

 


