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Westquip’s WQ5000 LED Flood Light System provides safe lighting for your work site. These heavy duty  

packages come complete with light mast assembly and four 320W LED floodlights.  

 
Installation & Operation 
• The light mast is easily installed to a steel structure or base. Pre-drilled mounting hole locations are included on the 

base plate and back plate. 
• Units require 120V-15A input power.  Units come standard with a 120V-15A input plug for shore power connection. 
• 12V Hydraulic power pack comes assembled and installed on the tower mast in protective weather-proof enclosure  
• Hydraulic power pack requires 12V input battery power for operation (Battery and battery cables are not included)  
 

Features: 
Heavy duty 5 stage mast, 23’ extended height, 6’2” retracted height, 360 degree rotation, cold weather curly cord 
 
  

Package Weight  
WQ5000S: 370lb / 168kg 
WQ5000H: 420lb / 190kg 
*includes 4 x LED flood lights 
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WQ5000 Lights Masts 
  Hand Crank and Hydraulic lift Models 
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WQ5000S Winch Mast 
  2000lb manual hand crank winch lift system with Auto-brake  



 

 

WQ5000H Hydraulic Mast 
• Eliminate the hand winch with remote control hydraulic lift  
• Safe and practical way to raise and lower your light mast 
• Includes 12V hydraulic power pack with cover and remote control  
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FEATURES & BENEFITS  

Westquip is pleased to announce our newest series in remote floodlighting
for construction site and area illumination.  Designed for heavy duty and 
rough service applications, the new LED CHA4-320-GFL6025 will exceed 
performance expectations.  The long life, low maintenance requirements, 
and low cost of ownership make the CHA the only choice for your temporary 
lighting needs. 

• Designed to out-perform 1000w metal halide

• Less energy  vs. traditional 1000w metal halide 
units

• Industry leading efficiency @ Thermal Stability

• High impact resistant optics

• Instant on and full brightness

• No more lamp replacement cost

• Durable Steel and Aluminum Construction

• UV resistant powder coat paint

• Easy access to electrical components

• -40 to +40C operating ambient

  inside • Integral LED IP65 adjustable driver

• IP68 LED Modules and module connectors

• 120-277 input voltage (w/480V option)

• Easily serviceable integral driver

• Modules replaceable with quick disconnect  port banks

• Weighs less than traditional HID 1000W

• Wrap Around Yoke

Typical Applications Include: 

Construction Light Towers 

Event Lighting 

Temporary Lighting 

Rough Service Flood Lighting 

Security Lighting 

Area Site Lighting 

FLOODLIGHT 
Westquip 320 Watt 
CHA4-320-GFL6025

Color Temperature 5000K +/-300 

Color Rendering Index +70 CRI

Life@L70 72,000 Hrs. 

Housing Steel and Aluminum 

Optics Optical Grade Polycarb 

Operating Temperature -40°C to +40°C

Weight 19lbs(CHA4-G3) 

Input Voltage 90-305VAC  50/60Hz

Warranty 5 Year Limited 

Certifications cULus Modules and Drivers 

Environment  IP68 Module IP65 Driver 

GEN IV 



LED Light

CHA4-320-GFL6025
47,000 Lms @ 320w

Dimensions are in mm; 17.2lbs Gross (boxed)  

Westquip 320 Watt
CHA4-320-GFL6025

Traditional 1000 Watt
Metal Halide 

22.75 Feet Forward 20 Degree Tilt Down




