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Generator set pictured may include optional accessories. 

WQ20 
Diesel Generator Set 

Voltage P.F. Rating Amps Prime Output 

kW/KVA 
Standby Output 

kW/KVA 
Frequency 

120/240 - 1PH 1.0 Continuous 83 20/20 22/22 60Hz 

120/208 - 3PH 0.8 Continuous 69 20/25 22/28 60Hz 

277/480 - 3PH 0.8 Continuous 30 20/25 22/28 60Hz 

347/600 - 3PH 0.8 Continuous 24 20/25 22/28 60Hz 

OPTIONAL ACCESSORIES: 

 Remote oil drain kit  Sub-Base Fuel Tank

 Electronic Governor Speed Control  All Weather Metal Enclosure

 Engine Coolant Heater—120V  Main Breaker

 Battery and Box  A/C Electrical Distribution Panel

 Trailer  Positive Air Safety Shutoff Valve

 Residential Grade Muffler

FEATURES: 

 Isuzu Liquid Cooled Engine  Central Point Lifting Eye

 Stamford Generator w/ Automatic Voltage Regulator  Radiator Assembly with Grill, Fan, and Belt Guard's

 Digital Control Panel with LCD display shown on page 2  Exhaust Muffler Assembly

 Low Oil Pressure and High Water Temperature Shutdown  Air Cleaner Assembly

 Over Speed Protection  Under Speed Warning

 Standard Remote Auto Start/Stop  Operators Manual

 Heavy Duty Steel Skid Base with Anti-vibration Isolation  CSA Approved

 Serviced and Load Tested

50Hz Models also available on request.



 

Fuel Consumption L/hr:  1/4 load: 2.2  1/2 load: 3.3  3/4 load: 4.5  Full load: 5.9 

ENGINE SPECIFICATIONS: 

 In-line 4 Cylinder, 4 Stroke

 Displacement: 2.2L

 Glow Plug Cold Starting Aid

 3-5% Mechanical Governor Engine Control

 Radiator, Air Cleaner, Muffler

 Isuzu 4LE EPA Interim Tier 4 Liquid Cooled Diesel

 26.0HP @ 1500 RPM ; 32.0Hp @ 1800 RPM

 12V Electrics (starter and alternator)

 Electric and Self Priming Fuel Lift Pump

 Naturally Aspirated

 500-hour oil drain & service interval  Fan, Belt, and Core Guards

GENERATOR SPECIFICATIONS: 

 Stamford  IP23 Enclosure Protection

 Single Bearing, Brushless  Class H Insulation

 Automatic Voltage Regulator (AVR Controlled)  3 Year Warranty

 +/- 1% Voltage Regulation  UL/CSA Approved

DIMESIONS OPEN SKID: (APPROX) 

 Length - 1321mm (52”)   Width - 648mm (25.5”)   Height  top of muffler  - 1140mm (45”)   Weight - 370kg (811lbs)

WARRANTY: all models are covered by a comprehensive limited warranty 

 Package: 1 Year / Unlimited Hours

 Isuzu Engine: 0-12 Months / Unlimited Hours; 5 Year / 5000-hour Major Component Warranty

 Stamford Generator: 3 Year / Unlimited hours
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DIGITAL LCD CONTROL PANEL FEATURES: 

 Auto Start / Stop, AUX contacts, Over speed Protection

 Displays the following information:

Engine Hours, Oil Pressure, Coolant Temperature

Battery Voltage, AC Voltage, Frequency

Under Speed Warning


